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	[Series/Type]:
	ZNR Transient/Surge Absorbers Type:D Series:E
	[Parts No]:	
	ERZE14A821


			

			
[image: ]
			

			[image: ]

		


			[image: Terms and Conditions]	Terms and Conditions


		






	
		Parts Inventory
(Exact Part Number Match)
		
		 
	
	
		Check More
	
	
			
					Part Number	Distributor	Quantity	Inventory Date	


				
						
								

							


				

			


	
	
			
					[image: ]
					
					The service is owned, operated, controlled and managed by Panasonic's distributors.
For pricing, delivery and technical questions related to this service,
please direct to them. Panasonic assumes no responsibility for any dealings you may have with distributors.
				


	







	


	
		
			Specification
	
	
	Item	Performance Characteristics
	SMD	Not SMD
	Series	Series E
	Element Size	14 Series
	Lead Type	STRAIGHT LEAD TYPE
	Lead Spacing	10 (mm)
	Lead diameter	1 (mm)
	Width	17.5 (mm)
	Thickness [SMD:Length]	8.5 (mm)
	Height	20.5 (mm)
	Varistor Voltage	820 (V)
	Varistor Voltage (Range)	738 to 902 (V)
	Maximum Allowable Voltage ACrms	510 (V)
	Maximum Allowable Voltage DC	670 (V)
	Clamping Voltage(max)	1355 (V)
	Rated Power	1 (W)
	Maximum Energy(2ms)	325 (J)
	Maximum Peak Current  (8/20 micro s)	7500 (A)
	Capacitance(max)	500 (pF)
	Packaging	Bulk
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